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Introduction 

Stormwater is clean, unpolluted rainwater run-off from roofs and non-process areas of a site, e.g. 
carparks. At EPA-licensed sites1, stormwater is generally released into a nearby water body usually after a 
basic form of treatment.  
 
Ireland is required under the EU Water Framework Directive (WFD, 2000/60/EC) to protect and prevent 
deterioration of waterbodies, and where waterbodies are of less than “good” status to restore these 
waterbodies to “good” status. To support the protection of waterbodies, this guidance document outlines 
best practice for the management of stormwater arising at EPA-licensed sites1. Such management 
practices include implementing measures to prevent contamination of stormwater i.e., preventative 
measures [Section 1 ]. Even with these pollution prevention measures in place, contamination of 
stormwater can still occur. Trigger levels [3.2] are an assessment tool that provide a mechanism for 
detecting, as early as possible, when potential stormwater contamination has occurred.  A stormwater 
contamination incident at an EPA-licensed site must be managed via an appropriate incident response 
[Section 4 ] as per EPA guidance on  Managing and reporting environmental incidents and EPA-licence 
requirements. The contamination should be addressed and resolved using a corrective action plan (CAP) 
[4.1].  
 
This guidance document assumes an appropriate understanding of environmental data and the 
environment by a competent person who is responsible for overseeing the implementation of an EPA 
licence at an EPA-licensed site.  
 
Any queries in relation to this guidance or other general issues with the specification, monitoring and 
compliance with trigger levels should be discussed with your EPA inspector.  
 
This guidance may be updated periodically. Stakeholders should check the EPA website to ensure they are 
using the most up-to-date version of this guidance.

 

1 EPA-licensed waste facilities, industrial installations and intensive agriculture facilities  

https://www.epa.ie/our-services/compliance--enforcement/industry-and-waste-management/incidents/
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Section 1  Preventing Stormwater 
Contamination 

To prevent stormwater pollution, it is first necessary to identify and understand the most common 
potential sources of stormwater pollution. When these sources have been identified and are understood, 
a site may be designed, managed and maintained to prevent pollution of stormwater from these sources. 
 

1.1 Identify potential sources of contamination 
 
Potential sources of stormwater contamination from the site activity can be placed in two broad 
categories:  

1. activity-specific contamination - this is associated with the specific licensed activity taking 
place on site (e.g., metals contamination at a metal processing site), and  

2. general contamination - all activities produce dirty water which could cause pollution if it 
enters rivers, streams, ditches or groundwater. Dirty water can come from welfare facilities, 
vehicle washing, rainwater run-off from carparks and other non-process impervious areas, etc.   

 
Table 1 contains examples these two categories of contamination. 
 

Table 1 Sources of stormwater contamination 

Contamination 
type 

Contamination source 

Activity-specific 

• Unauthorised process discharges (spills, leaking bunds etc.) 

• Poor material handling practices 

• Process/foul line cross contamination (leaky pipes)  

• Process/foul line misconnection  

General  

• Unauthorised cleaning/welfare discharges  

• Foul/sanitary line contamination (leaky pipes)  

• Foul/sanitary line misconnection 

• Carpark runoff (diesel, petrol, oil, metals)  

• Salting of walkways and other surfaces during frosty conditions 

• Accumulation of organic matter (plant debris, animal waste, dust, 
lichens, moss) on impervious surfaces and underground pipes  

• Litter (e.g., plastic packaging materials, waste product/materials 
etc.) 

 
The site should map all process and non-process areas and identify areas at risk of stormwater 
contamination. This will inform the design and management measures required to reduce that 
contamination risk to the greatest possible extent. 
 

1.2 Pollution prevention measures 
To manage stormwater effectively, all EPA-licensed facilities should be designed, maintained and 
managed to limit the exposure of stormwater to potential contaminants. Site should have in place 
appropriate housekeeping measures to prevent stormwater contamination. 
 

1.2.1 Design measures 
 

Separation of drainage systems 
Ubiquitous across the Best Available Techniques (BAT) and BAT Reference (BREF) and Conclusions 
documents (BATC) is that uncontaminated stormwater, which does not require treatment, should be 

https://eippcb.jrc.ec.europa.eu/reference
https://eippcb.jrc.ec.europa.eu/reference
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segregated from water streams that do require treatment [1], [2], [3], [4], [5], [6], [7]. Pivotal to this is the 
complete separation of the stormwater drainage network from the foul and process drainage networks, 
both above and below ground (unless combined systems are included within the licence).  
 

Design of drainage systems 
Engineered structures must be in place to keep stormwater out of contact with contaminants and/or 
contaminated areas. These design measures include: 

• Bunds and other leak prevention measures 

• Above ground drainage system [7] 

• Below ground drainage networks - separate process, foul, storm water, coolant, etc., which 
are integrity tested as per licence requirements 

• Outer kerb bund [1], [7] such as an elevated rim around the whole process, or parts of the 
process are, which prevents rain and stormwater run-off from entering process areas and thus 
from being polluted 

• Roofing (with roof guttering), which protects areas where chemicals are stored or handled 
from rainwater ingress. Roof run-off is collected by guttering and channelled away from 
potential sources of contamination [7] 

• Concrete or asphalt bases with sealed liners or impermeable paints [1] 

• Shut-off valves (manual or automatic) to prevent discharge of pollution from site via the 
stormwater drainage system 

 
Where facilities have a large impermeable footprint (i.e., carparks and walkways), design measures may 
be required to: 

• protect the receiving water against the hydraulic load during heavy rainfall ,  

• remove “first flush” contaminants, and  

• prevent the unintentional discharge of accidental spills on roads or parking areas [1].  
 
Design measures must be inspected (or integrity tested) and maintained, as required. EPA guidance on 
design measures, including the IPC Guidance note on Storage and Transfer of Materials for Scheduled 
Activities (2004), is available through the EPA document search webpage. Sector-specific information is 
available in the best available techniques (BAT) conclusions (BATC), BAT reference documents (BREFs) and 
commission implementing decisions (CID) available on the EPA website and the European Commission 
website.  
[8], [9] 

1.2.2 Reuse of stormwater 
Uncontaminated stormwater may be harvested and reused at the site [2], [4], [5], [6], [10], e.g., for 
cleaning water or sanitary (toilet) water, as cooling water or in the process itself [2]. Reuse of stormwater 
has the additional benefit of reduced consumption of water and associated resources (energy, treatment 
chemicals, etc.) as well as reduced hydraulic load to the receiving surface waterbody. 
 

1.2.3 Housekeeping and maintenance 
Housekeeping and site maintenance practices are generally low-cost, highly effective measures for 
preventing stormwater pollution, and as such, they should be employed across all EPA-licensed sites. 
Examples include: 

• Appropriate storage of materials2, including covering outdoor storage areas and stocks. This 
can be particularly relevant for metals, wood-based panels industries and slaughterhouses [4], 
[6], [11]; 

• Loading and unloading only in designated areas protected against leakage run-off [5]. Nearby 
stormwater drains can be protected during loading/unloading activities by the use of 
temporary drain covers; 

• Checks, inspections, integrity testing of design measures (including bunds underground 
pipelines); 

 

2 See IPC Guidance Note on Storage and Transfer of Materials for Scheduled Activities  

 

https://www.epa.ie/search/?searchStudioQuery=&isGrid=false&facets=&orderBy=&start=0
https://www.epa.ie/our-services/licensing/industrial/industrial-emissions-licensing-ied/industrial-emissions-licensing-process-explained-/bat--bref--cid/bat--bref--cid-reference-documents/
https://eippcb.jrc.ec.europa.eu/reference
https://eippcb.jrc.ec.europa.eu/reference
https://www.epa.ie/publications/licensing--permitting/industrial/ied/ipc-guidance-note-on-storage-and-transfer-of-materials-for-scheduled-activities.php
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• Cleaning of yards and roadways [4] to remove litter;  

• Prevent excessive buildup of organic matter on roofs, in gutters and in the underground 
stormwater network;  

• Blow out/clean down of the stormwater system including associated sumps and tanks 
(particularly at older sites). Note, the blow out/clean down water cannot be discharged to the 
stormwater network; 

• Colour-code manhole covers, gullies and other surface access points, with stormwater 
network manhole covers painted blue and foul networks painted red, etc. This should be 
coupled with training to ensure that staff are aware of the relevance of the colour-coding to 
protect from unauthorised discharges; 

• Calibrate and maintain equipment including continuous monitors and probes in accordance 
with manufacturer/supplier/installer instructions; and, 

• Locate probes and sample lines appropriately to minimise fouling and collect a representative 
sample of stormwater discharge. 

 

1.3 Stormwater treatment 
Light contamination of stormwater might occur where stormwater flows over large areas of impermeable 
surfaces such as carparks. Depending on the pollutant load, lightly contaminated rainwater may be 
suitable for re-use on site [1.2.2], or treated using physico-chemical and/or biological treatment 
processes [1], [4], [12] including oil interceptors, retention lagoons, density driven sedimentation (for 
larger particles) and filtration (for smaller and less dense particles, e.g. sand filters) [12] or by treatment 
in wastewater treatment plants (WWTPs). 
 
Some of the measures used to treat light contamination of stormwater, such as retention ponds, can also 
be used to manage the stormwater discharge flow rate. It can be important - and is required in some 
licences - to manage the rate of stormwater discharge to the receiving environment to prevent streambed 
erosion of sensitive river waterbodies, for example.  
 

1.3.1 Nature-based solutions/green infrastructure 
Nature-based solutions (NBS)/green infrastructure (GI) include green roofs, trees, green walls, wetlands, 
bioretention, pervious pavements, infiltration trenches, constructed wetland and reed beds, 
sedimentation basins and vegetated swales [9]. A large body of Irish and international guidance and 
literature is available in this regard, including the “Nature-based Solutions to the Management of 
Rainwater and Surface Water Runoff in Urban Areas - Best Practice Interim Guidance Document” 
prepared by the Irish Department of Housing, Local Government and Heritage [8]. Nature-based 
solutions/green infrastructure can also be used to reduce and slow the volume of surface runoff, thus 
attenuating stormwater volume and discharge rate. 
 

1.3.2 Retention ponds  
Retention/settling ponds, basins and lagoons retain a permanent pool of water within a designated area 
and rely on physical, biological and chemical processes to remove pollutants from rainwater run -off [1]. 
They allow time for sediment such as grit and sand to settle at the bottom of the pond [1], [13] and 
decrease the potential for downstream flooding and riverbank erosion [1].  
 

1.3.3 Sand Filters 
Sand filters/beds may be used to remove undissolved pollutants such as suspended solids, undissolved 
phosphate and solid BOD and may be useful where there is insufficient space for a retention pond [1]. 
Sand filters are effective in treating rainwater from lightly contaminated surfaces and are usually 
composed of two components: a sedimentation chamber to remove floatables and heavy sediment and a 
filtration chamber to remove smaller particles [1].  
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1.3.4 Oil Separators/Interceptors 
Oil Separators or “interceptors” are frequently used to “intercept” oil and/or suspended solids from 
stormwater before the point of discharge. Interceptors are based on the tendency for suspended solids to 
settle to the bottom of water and for oil to float on the top of water. The two-part European Standard (EN 
858-1:2002 [14]  and EN 858-2:2003 [15]) provide standards for the design, use, selection, installation, 
operation and maintenance of prefabricated oil separators. 
 

1.3.5 Wastewater treatment plants 
A number of BREFs outline how run-off can be segregated and treated separately depending on the level 
of contamination [3], [5], [10], [16] and some industries consider stormwater runoff a wastewater stream 
in the first instance [3]. However, diverting stormwater to the municipal sewer network or on-site 
wastewater treatment plant (WWTP) is generally not an acceptable method of managing stormwater.  
 

https://shop.standards.ie/en-ie/standards/bs-en-858-1-2002-228290_saig_bsi_bsi_535340/
https://shop.standards.ie/en-ie/standards/bs-en-858-1-2002-228290_saig_bsi_bsi_535340/
https://shop.standards.ie/en-ie/standards/en-858-2-2003-343748_saig_cen_cen_786809/
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Section 2  Stormwater monitoring 

Monitoring of stormwater is crucial to ensure that any contamination is identified and actioned quickly. 
Robust stormwater data is underpinned by representative stormwater monitoring and laboratory 
analysis. Sampling and analysis must follow internationally accepted standards, including the 
International Organization for Standards (ISO) and JRC Reference Report on Monitoring of Emissions to 
Air and Water from IED Installations [11]. A number of additional, specific points should be considered in 
the context of stormwater monitoring, as follows:  

• selecting the appropriate parameters to monitor [2.1],  

• determining suitable monitoring frequency [2.4], 

• ensuring that representative stormwater samples are collected [2.5], 

• understanding the “first flush” effect [2.5.1], and 

• using a suitable laboratory limit of detection (LOD) [2.6]. 
 

2.1 Stormwater visual inspections 
Some licenses include a condition requiring the visual inspection of stormwater. The frequency of these 
inspections is often daily, weekly or monthly. Visual inspections should be carried out by collecting a 
sample using a sampling pole and inspecting the stormwater at eye level in a transparent vessel. 
 
When carrying out visual inspections, the licensee should assess the following: 

• Colour: does the liquid have a colour? If so, what colour? 

• Opacity: is the liquid opaque (slightly opaque, completely opaque etc.) or transparent? 

• Suspended solids: are there suspended solids in the liquid? If so, is the suspended solid load very 
low, low, medium, high or very high? 

• Sheen: is there a sheen on the top of the liquid? If so, describe. 

• Any other observations, e.g., odour, the presence of tissue paper or litter, etc.  
 
The rainfall at the time of sampling to carry out the visual inspection and during the two hours before 
sampling should also be recorded, along with the time of the inspection and initials of the sampler who 
carried out the visual inspection. 
 
The visual inspections should allow the licensee to build up a profile of the stormwater. A visual 
inspection that indicates the stormwater differs from the usual stormwater profile should be treated as a 
potential pollution incident. Take for example a site where the stormwater over a six-month period has 
been nearly transparent, with no colour, very low to low suspended solid load, no sheen and slightly 
earthy odour. On a given day, stormwater at the same site is cloudy, white in colour, with low suspended 
solid load, no sheen and slightly foul odour. Comparison of the latter sample with the stormwater profile 
of the previous six months indicates there may be a potential stormwater pollution event; this should be 
investigated as a potential pollution incident as required by the specific licence. 
 

2.2 Water quality parameters  
 

2.2.1 General pollution parameters 
The stormwater quality parameters which are monitored will depend on the site’s activities and their 
significance to the receiving waterbody [1]. Licences will often stipulate one or more parameter(s) which 
are useful general indicators of pollution, such as:  

• pH 

• specific electrical conductivity (SEC) 

• total suspended solids (TSS) 

• total organic carbon (TOC) 

• chemical oxygen demand (COD)  

• biochemical oxygen demand (BOD) 

https://www.iso.org/home.html
https://eippcb.jrc.ec.europa.eu/index.php/reference/monitoring-emissions-air-and-water-ied-installations-0
https://eippcb.jrc.ec.europa.eu/index.php/reference/monitoring-emissions-air-and-water-ied-installations-0
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pH 
The pH of a liquid is a measure of whether it is acid or alkaline. The pH scale ranges from 0 (very acid) to 
14 (very alkaline). The pH of natural fresh waters generally ranges from 6.5-8.0. The pH of a liquid can be 
altered by contamination with liquid that has an extreme pH, such as sodium hydroxide (caustic soda) or 
nitric acid – two chemicals commonly used to alter the pH of effluent at on-site wastewater treatment 
plants. The pH affects the biological and chemical functioning of waterbodies and particularly affects fish 
with values which depart increasingly from the normal levels having a more and more marked effect on 
fish, leading ultimately to mortality. pH can be accurately determined rapidly using a probe and is suitable 
for continuous, in-situ monitoring.  
 
Electrical conductivity (EC) 
Electrical conductivity is the ability of a liquid to conduct an electric current. It is related to the ionic 
content, which is a function of the dissolved (ionisable) solids concentration. Thus, EC informs on the 
dissolved solids content of the liquid. Dissolved solids are the solids that will generally pass through a 2 
µm filter (i.e., very small solids). Electrical conductivity can be accurately determined rapidly using a 
probe and is suitable for continuous, in-situ monitoring. 
 
Total suspended solids (TSS) is a measure of the suspended particulate material in water which can be a 
good indicator of overall site cleanliness [12]. Suspended solids are the particles which are large enough 
to be held back by a 2 µm filter. Particulate matter can result from erosion of industrial soils, deposited 
particulate matter on the drainage area and erosion/corrosion of materials present on the site [17]. Many 
pollutants of interest in industrial stormwater are associated with particulate matter of various sizes [12], 
including phosphorus, heavy metals and hydrophobic organic chemicals such as oils and steroids [12], 
[17]. Stormwater TSS concentrations tend to be highly correlated with concentrations of metals such as 
copper, cadmium, nickel, lead, and zinc [17] (Table 2).  
 
Chemical oxygen demand (COD), biochemical oxygen demand (BOD) and total organic carbon (TOC) 
provide a measure primarily of the organic pollution. High COD can be indicative of oil and hydrocarbon 
pollution and, as with TSS, can be an indicator of overall site cleanliness [12]. COD monitoring is 
increasingly being replaced by TOC monitoring as a monitoring parameter for environmental and 
economic reasons [1], [12], [13]. Where it is decided to move from monitoring COD to TOC, a correlation 
between TOC and COD should first be established at site level [13].  
 
Table 2 suggests parameters which may be useful indicators of pollution from various sources.  
 

Table 2 Contamination sources and potential water chemistry indicator parameters 

No. Broad 
category 

Specific contamination source Potential parameter 

1 

Site 
specific 

Unauthorised process discharges (spills, 
leaking bunds etc.) 

Site specific 2 Process line cross contamination (leaky 
pipes)  

3 Process line misconnection  

4 

General  

Unauthorised cleaning/welfare discharges  Orthophosphate, surfactants, pH, specific 
electrical conductivity 

5 Foul/sanitary line contamination (leaky 
pipes)  

TOC, COD, BOD, ammonia, E. coli, pH, 
electrical conductivity 

6 Foul/sanitary line misconnection TOC, COD, BOD, ammonia, E. coli, pH, 
electrical conductivity 

7 Carpark runoff (diesel, petrol, oil, metals)  TOC, COD, BOD, hydrocarbons, metals, 
pH, electrical conductivity 

8 Salting of walkways and other surfaces 
during frosty conditions 

Electrical conductivity, chloride 
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No. Broad 
category 

Specific contamination source Potential parameter 

9 Accumulation of organic matter (plant 
debris, animal waste, dust) on impervious 
surfaces and underground pipes  

TSS, TOC, COD, BOD, ammonia, pH, 
electrical conductivity 

10 Litter  na - visual inspection* 

*As laboratory analysis of water quality parameters will generally not detect litter pollution, a thorough visual 
inspection of the yard area and gullies should be carried out to indicate if litter is a pollution concern on site.  

 

2.2.2 Site specific parameters  
It is the licensee’s responsibility to ensure that the parameters which are monitored in stormwater reflect 
the potential on-site sources of contamination. Site specific parameters should be determined using a 
site-specific risk-based approach which considers the hazard posed by the chemicals that might be 
discharged; this includes the chemicals brought to site (check relevant chemical safety data sheets (SDSs)) 
and those that might be intentionally or inadvertently produced on site, for example, galvanized roofs 
may generate zinc. The risk-based approach should consider the likelihood of impact of these chemicals 
on the receiving waterbody. It should be remembered that materials that might be considered relatively 
“safe” can cause serious damage to the environment; for example, a spill of milk can cause more harm to 
a waterway than the same volume of sewage [18].  
 
Some European Union (EU) Best Available Technique (BAT) reference documents (BREF) (BAT reference 
documents | EU-BRITE (europa.eu)) outline the substances likely to be present in wastewater for a given 
industry; these may provide a useful guide on potential process contaminants in stormwater.   
 

2.3 Type of monitoring 
Stormwater quality monitoring may be carried out by continuous monitoring, where sensors are deployed 
in-situ to collect data continuously, or discrete (grab) sampling, where samples are collected periodically. 
 
Grab sampling provides information on a snapshot in time only. While grab sampling may detect chronic, 
ongoing pollution, such as contamination of the stormwater network from other underground networks 
through cracks in the pipelines, this type of monitoring is unlikely to detect discrete pollution events.  
 
Licensees should consider the type of events that might occur on site when determining the type of 
monitoring that is required to protect receiving waterbodies.  
 

2.4 Frequency of monitoring 
The frequency of monitoring (e.g., continuous, weekly, quarterly) depends on a combination of factors, 
including:  

• the risk posed by the activities carried out on site; 

• the chemicals that might be released from the site and their significance to, and the sensitivity 
of, the receiving waterbody; and,  

• the frequency of rainfall [4], [5].  
 

The period between sampling events should reflect the degree of risk. It is the licensee’s responsibility to 
ensure that the frequency of monitoring is sufficient to permit detection of any potential stormwater 
pollution. 
 

2.5 Timing of stormwater sampling 
Stormwater sampling should be carried out only during or immediately after rainfall, when there is active 
stormwater discharge. Standing water in pipes (i.e., water that is not flowing) is not representative of 
stormwater and should not be sampled.  
 

https://eippcb.jrc.ec.europa.eu/reference
https://eippcb.jrc.ec.europa.eu/reference
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Where stormwater sampling is carried out weekly, there may be some weeks for which there are no 
samples (no data) as there is not enough rainfall to generate runoff at times when sampling personnel 
could reasonably be expected to be on site. The licensee may be requested to provide supporting 
information such as local rainfall data where samples have not been collected due to insufficient rainfall. 
Where a licensee is required to carry out stormwater monitoring monthly or less frequently, it is expected 
to be unlikely that there would not be suitable rainfall to permit sampling during these longer periods. 
 

2.5.1 First flush 
Contaminants can accumulate on impermeable surfaces (yard areas, roofs, etc.) during dry periods. These 
contaminants can be washed off in the stormwater that discharges during the initial stages of a rainfall 
event. This results in higher concentrations of pollutants during the initial period of stormwater discharge, 
followed by a rapid decrease in concentrations as rainfall continues [19]. This phenomenon is called the 
“first flush” [19], [20], [21] and usually applies to the stormwater discharge during the first approximately 
1-2 mm [19] or 10-20 minutes of rainfall, depending on rainfall intensity and the specific characteristics of 
the drainage network. 
 
The contaminant load in the first flush must not result in pollution of the receiving waterbody. A variety 
of pollution prevention measures [1.2] are available to reduce the contaminant load in the first flush. A 
number of BREFs state that best practice is to treat the more severely contaminated first flush 
stormwater, with subsequent uncontaminated rainfall discharged to the surface waterbody [10]. 
Depending on the concentrations of contaminants in the first flush, it may be necessary to capture the 
first flush and its entrained contaminants for basic treatment (sedimentation) prior to discharge. For 
example, a yard with area 100 m x 100 m which receives 2 mm of rainfall will lead to approximately 20 m3 
of stormwater; relatively simple engineering solutions are available for such volumes. Additional 
treatment may be required for larger areas or for soluble contaminants, however, treatment of 
stormwater by wastewater treatment plants is not a good use of resources and should be used as a last 
resort. 
 
Stormwater monitoring data that correlates peaks in contaminants with rainfall events should be used to: 

• generate data on the site-specific characteristics of the first flush, 

• distinguish between the first flush and other contamination events, and 

• determine if the first flush stormwater should be collected and treated before discharge. 
 

2.6 Analytical Limit of Detection 
The laboratory analytical limit of detection (LOD) should be sufficiently sensitive (low) to permit the 
licensee to: 

• detect when there is potential contamination of stormwater, and 

• understand the impact of stormwater discharge on the receiving waterbody.  
 
The impact of stormwater discharge on receiving waterbodies is assessed in terms of the requirements of 
the EU Water Framework Directive (WFD 2000/60/EC), Surface Water Regulations (S.I. No. 272/2009 [22]) 
and amendments, Groundwater Regulations (S.I. No. 9/2010 [23]) and amendments) and other relevant 
legislation. For stormwater discharges to surface waterbodies (which is most stormwater discharges), the 
LOD should be at least as low as the relevant mean Environmental Quality Standard (EQS3) as per Table 3. 
 

Table 3 Analytical laboratory limit of detection (LOD) requirements 

Receiving waterbody 
ecological status 

LOD should be equal to  

Bad, Poor or Moderate status mean environmental quality standard (EQS) for waterbodies at 
good status Good status 

Good status but high objective mean environmental quality standard (EQS) for waterbodies at 
high status High status  

3 Surface Water Regulations (S.I. No. 272/2009) and amendments [22] 
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Section 3  Assessing stormwater quality 

3.1 Expected stormwater quality 
To permit interpretation, stormwater monitoring data must be assessed relative to some expected 
concentration. Emission limit values (ELVs) are not set for stormwater discharges in industrial and waste 
licences. Ordinarily, stormwater data is compared to trigger levels [3.2].  
 
In the absence of trigger levels, stormwater data should be considered relative to the relevant 
environmental quality standards (EQS) (Surface Water Regulations (2009 and amendments) [22]) or the 
“calculated threshold” [Appendix A]. This applies to the following circumstances: 

• newly constructed and/or newly licensed sites, during the period that the baseline dataset is 
being collected to establish site-specific trigger levels 

• existing licensed sites which do not have approved trigger levels in place within 18 months of 
identifying an issue with existing trigger levels 

• licensees may be instructed by the EPA to compare stormwater data to EQS/ “calculated 
threshold” in circumstances where trigger levels are deemed not suitable 

 
The chemistry of rainfall provides a useful framework to understand the chemistry of unpolluted 
rainwater, and, along with the EQS, provides a means of understanding stormwater quality data.  
 

3.1.1 Rainfall 
Met Éireann holds comprehensive rainfall chemistry datasets. This data is publicly available upon request 
from Met Éireann (enquiries@met.ie). As these datasets have not been checked for statistical outliers, 
statistical outliers must be identified and removed.  
 
Summary statistics of total ammonia and electrical conductivity in rainwater are contained in Table 44. 
 

Table 4 Electrical conductivity and ammonia in rainwater in Ireland  

Parameter Sample number 
(n) 

LOD Median Mean Standard 
Deviation 

Min. Max. 

Electrical conductivity 
(µS/cm) 

812* na 33.2 50.3 47.3 4.00 276 

Ammonia (mg/L N) 707** <0.04 0.02*** 0.04 0.04 0.02*** 0.20 

*The top and bottom 1% of data were removed as very improbable (1 in 100 rainfall events) and likely outliers  

**Excludes <15% values greater than 0.2 mg/L with suspected influence from agricultural activities in adjacent land. When 
assessing the rainfall dataset, it was noted that some elevated ammonia values occur in late spring and early summer every 
year. These concentrations ranged from 0.5 to 1.97 mg/L (total ammonia as N) and accounted for less than 5% of the 
dataset (and thus might occur once in every 20 rainfall events). Values greater than 1 mg/L ammonia as N were recorded 
less than 2% of the time (and thus might occur once every 50 rainfall events). Concentrations between 0.2 and 0.5 
accounted for <10 % of the dataset (and thus might occur once every 10 rainfall events) and were also most frequent in late 
spring and early summer. Met Eireann note that some of these values were due to spreading of slurry adjacent to the 
weather station. 

***Where concentration is less than the limit of detection (<LOD), half the LOD (i.e., 0.5 x LOD) is used for computation 
purposes.  

 

3.1.2 Environmental Quality Standards (EQS) 
This section applies to stormwater discharge to surface waterbodies. Where stormwater discharges to a 
different waterbody, e.g., groundwater or transitional water, the principles described below should be 
adapted accordingly. 

 

4 Based on the compiled datasets for Belmullet Weather Station, Co. Mayo, Valentia Observatory, Co. Kerry, and Malin Head 
Weather Station, Co. Donegal, for the period 01 January 2020 through 31 December 2023. 

mailto:enquiries@met.ie
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While stormwater is expected to be clean rainwater, it is accepted that some contaminates will be picked 
up as the water flows over impermeable surfaces, as is evidenced by the first flush phenomenon [2.5.1].  
While the chemistry of stormwater may differ from that of rainfall, it is expected that:  

• The median5 concentrations of contaminants in stormwater should generally be less than the 
relevant mean environmental quality standards (EQS) for surface waterbodies at “good status”. 

• Individual parameter concentrations should generally be lower than the 95th percentile EQS as 
contained in the Surface Water Regulations (S.I. No. 272/2009) and amendments. 

 
Where stormwater discharges to a “high status” waterbody, or waterbody with high status  objective, the 
mean and 95th percentile for “high status” waterbodies should be used. 
 
Where an EQS does not exist for a given parameter, as in the case of some metals and TOC for example, 
the licensee should determine the expected median and 95th percentile concentrations for the parameter 
in a good status (or high status) waterbody. This will be referred to as the “calculated threshold”  and is 
discussed further in Appendix A. The “calculated threshold” should be determined by a qualified, 
experienced environmental scientist. 
 

3.2 Trigger levels  
3.2.1 Introduction 
A trigger level6 is “a parameter value, the achievement or exceedance of which requires certain actions to 
be taken by the licensee”. Trigger levels are calculated from an uncontaminated baseline dataset 
collected at the site which represents “normal” conditions.  Trigger levels take account of the ordinary site 
conditions (based on an extended sampling period) and, therefore, in cases, may be somewhat less 
onerous than the Environmental Quality Standards (EQSs). As stated above, stormwater data must be 
assessed relative to the EQS or the “calculated threshold” in the absence of trigger levels. Assessing 
stormwater data relative to trigger levels provides a tool for early detection and intervention in the case 
of possible contamination, providing a mechanism for protecting Ireland’s streams, rivers, lakes, estuaries 
and coastal waterbodies. Trigger levels are relevant to EPA licensed sites that discharge stormwater 
directly, or indirectly, to surface or ground waterbodies. Trigger levels are a good practice tool that should 
be considered even if they’re not a licence requirement. 
 
Determining trigger levels is a stepwise process (Figure 1):  

1. Licensees must first collect the baseline dataset [3.2.2] that will be used to compute trigger 
levels. 

2. This baseline dataset must then be assessed [3.2.3] using visual data display tools such as 
graphs [3.2.4]. 

3. Outliers must be identified and removed from the baseline dataset [3.2.5]. 
4. Finally, the trigger levels are computed from the baseline dataset [3.2.6].  

 

 

5 The median (rather than mean/average) should be used when calculating trigger levels. Where a dataset is normally 
distributed, the median is equal to the mean. Where a dataset is not normally distributed, the median is a more accurate 
indicator of the spread of the dataset than the mean. 

6 EPA licences refer to both “trigger levels “and “trigger values”; these terms are interchangeable and “trigger levels” is used 
throughout this document. 

 

https://www.irishstatutebook.ie/eli/2009/si/272/made/en/print
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Figure 1 Flow diagram – overview of process for determining trigger levels 
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3.2.2 Collecting the baseline dataset 
• The baseline dataset should be collected during the period before the activity has commenced, 

during the initial months of operation, as otherwise required by the licence, or as requested by 
the EPA.  

• The objective is to collect a representative dataset with appropriate seasonal (temporal) 
distribution, sufficient datapoints and low standard deviation. 

• The baseline dataset should be collected over a 12-month period with good seasonal 
representation across the entire year to reflect the range of natural variability over most 
sampling conditions.  

• The baseline dataset should comprise a least 20 datapoints. Sampling frequency may need to be 
increased above that specified in the licence to permit collection of the baseline dataset in a 12-
month period.  

• Licensees should review their baseline dataset as it is being collected to detect any potential 
contamination events as they occur.  

• Samples identified as potential contamination events should be omitted from the baseline 
dataset.  

 

3.2.3 Assessing the baseline dataset  
• Assessing the baseline dataset is a critical step which ensures accurate, representative data is 

used to compute trigger levels.  

• Where the concentrations of the given parameter in the baseline dataset are generally above the 
respective Environmental Quality Standard (EQS) or “calculated threshold” [Appendix A], this 
may indicate ongoing, chronic pollution. In this case, it may not be appropriate to use the dataset 
to compute trigger levels. The licensee must locate the source of the pollution via a source 
investigation, correct the pollution via the corrective action plan (CAP) [4.1] and collect a new 
dataset for calculating trigger levels.  

• Where a small number of datapoints in the dataset are elevated compared to the rest of the 
dataset, this may indicate discrete issues or contamination events. These data points must be 
removed as outliers [3.2.5] and such incidents investigated [Section 4 ] as they occur.  

 
Figure 2 below presents an overview of the process of assessing the baseline dataset. 
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Figure 2 Flow diagram – overview of the steps in the assessment of the baseline dataset  
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3.2.4 Graphing the baseline dataset  
Visually presenting data is always a useful exercise. Data should be added to the graph as it is collected. 
The graph should display:  

• time on the x-axis 

• parameter concentration on the y-axis 

• the entire dataset on one graph 

• the relevant EQS/calculated threshold 
 
Graphing the data may inform on: 

• Contamination events, as indicated by outliers or trends 

• The type of contamination, i.e., discrete events or chronic pollution. Such information may 
help determine the root cause of the pollution as part of the source investigation and also 
inform the corrective action plan (CAP) [4.1] 

• Seasonal or temporal patterns 

• Early warning of chronic contamination which may breach the trigger level in the future if not 
addressed 

• Improvements resulting from implementation of a CAP[4.1] 
 

3.2.5 Identifying and removing outliers  
The Monitoring of Emissions to Air and Water IED BREF defines an outlier as “a value that lies at an 
abnormal distance from the other values in a set of data and is thus inconsistent with the other values of 
that set” [11]. Inclusion of outliers would inflate the trigger level and reduce the sensitivity of the trigger 
level to detect potential pollution events; therefore, it is essential that outliers are removed from the 
baseline dataset before trigger levels are calculated. Outliers can be calculated and removed as follows: 
 

1. Calculate the median7 (M) and standard deviation (SD) for the entire dataset.  
 

2. Where dataset is left censored8: 
a. Compute the median (M) plus twice the standard deviation (SD), i.e.,  

 
M + (2 x SD) 
 

b. Remove datapoints which are greater than the median plus twice the standard 
deviation, i.e.,  

 
datapoint > [M + (2 x SD)], remove datapoint(s) 

 
3. Where the dataset is not left censored9: 

a. Compute the median (M) plus twice the standard deviation (SD), i.e.,  
 
M + (2 x SD) 
 

b. Compute the median (M) minus twice the standard deviation (SD), i.e.,  
 

    M - (2 x SD)  

 

7 As most water chemistry datasets will not conform to a statistical normal distribution, it is more appropriate to use the 
median rather than the mean.   

8 The lowest value in the dataset is a laboratory limit of detection rather than a true, known value.  

9 The lowest value is a true, known value and not a laboratory LOD, as will normally be the case for pH and electrical 
conductivity for example. 

https://eippcb.jrc.ec.europa.eu/reference/monitoring-emissions-air-and-water-ied-installations-0
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c. Remove datapoints that are greater than the median plus twice the SD, and remove 
datapoints that are less than the median minus twice the SD, i.e.,  

 
[M + (2 x SD)] < datapoint < [M - (2 x SD)], remove datapoint(s) 

 
4. Calculate the median and standard deviation using the “new” dataset from which the outliers 

have been removed. 
5. Remove the outliers from the “new” dataset as per points 2-4 above and recalculate the 

median and standard deviation using the “new” dataset from which the outliers have again 
been removed. 

6. This iterative process of successive outlier removal should be repeated until there are no 
outliers.  

 
A flow diagram of this process is presented in Figure 3. 
 
Where removal of outliers reduces the dataset to less than 20 datapoints, or results in insufficient 
temporal distribution of datapoints (e.g., no or low datapoints for ≥ one season), trigger levels should not 
be determined. Additional monitoring should be carried out to collect a complete, representative baseline 
dataset. 
 
Tab A of the accompanying excel file includes an example of the outlier removal process for a dataset 
with no outliers. Tab B includes a worked example of the outlier removal process. Both datasets have 
been provided by EPA-licensed facilities.  
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Figure 3 Flow diagram – overview of process for identifying and removing outliers 
 

3.2.6 Setting trigger levels  
Using an outlier-free dataset, an upper trigger level10 for a given parameter is computed using the 
formula:  
 

 
 

 
Where there is a lower trigger level, as is the case for pH for example, the lower trigger level is computed 
by: 
 
 
 
 
The EU Water Framework Directive (WFD) requires that EU member states prevent any further 
deterioration of surface waterbodies and return all surface waterbodies to at least “good” status. 

 

10 Some older licences include two trigger levels, the “warning level” and “action level”, while newer licences include just 
one “trigger level”. This guidance refers to the computation of one single trigger level as included in newer licences. For 
licences that refer to “warning” and “action” levels, the trigger level described in this guidance corresponds to the “action 
level”.  

 

median + (3 x standard deviation)  

median - (3 x standard deviation)  
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Licensees must consider the EQS/ “calculated threshold” [Appendix A] and the receiving waterbody when 
setting trigger levels. Trigger levels must prevent pollution, not permit any deleterious impact on the 
receiving waterbody, and support the WFD objectives. Licensees should approach the setting of trigger 
levels from the perspective of "how low the trigger levels should be in order to detect even a small 
pollution event". Examples of trigger levels computed using datasets provided to the EPA by industrial 
and waste licensed sites11 across Ireland, and using the above methodology, are presented in Table 5.  
 

Table 5  Trigger levels at EPA-licensed facilities 

Parameter (units) Units 

 

No. facilities 
included 

Median 
(range) 

Standard 
deviation 

(range) 

Trigger level 
(range) 

pH pH units 12 7.00 – 8.3 0.05 – 0.38 Lower TL:  
6.26 – 8.15  
Upper TL:  
7.33 – 8.88 

Total organic carbon 
(TOC)   

mg/L 4 1.70 – 9.50 0.65 – 2.78 3.65 – 17.8 

Biochemical oxygen 
demand (BOD)  

mg/L O2 5 0.90 – 2.5 0.24 – 0.58 1.62 – 4.24 

Chemical oxygen 
demand (COD)  

mg/L O2 6 2.00 – 9.5 1.07 – 1.97 5.21 – 13.4 

Ammonia  mg/L 
NH4

+ as N 
5 0.01 – 0.10 0.01 – 0.03 0.04 – 0.17 

Total suspended solids 
(TSS) 

mg/l 8 0.61 – 4.12 0.28 – 4.12 1.45 – 19.4 

 

Tab D in the accompanying excel file provides a worked example of how to compute trigger levels using a 
dataset provided by an EPA-licensed site. 
 

3.2.7 Trigger levels report  
Trigger levels should be contained in a report. Some licences may require the trigger levels report (or 
proposal) to be provided to the Agency for agreement.  In all cases, the trigger levels report should be 
made available to the Agency for inspection at any reasonable time. This report should include details of 
the site and receiving waterbody. Some information will be site-specific, e.g. the presence of highly 
ecotoxic substances on site, while other information will apply to all sites. Listed below is information to 
be included in every trigger level proposal.  
 
Site information:  

• up-to-date, complete drainage maps 

• findings of the most recent underground pipeline survey (including the survey method). 

• whether the stormwater shut off valve(s) is manual or automatic 

• site house-keeping practices 

• inputs to the stormwater network from other sources (such as groundwater), or inputs 
upstream/upgradient of the site boundary 

• location(s) of sampling point (e.g. end of pipe, manhole) 

• type and frequency of monitoring, and details of person(s) responsible for sampling 

• whether water chemistry analysis is completed in-house or externally 

• laboratory analytical units and limits of detection (LOD), and details of accreditation status of 
chemical analyses 

• the complete raw dataset used to compute the trigger levels 
 
  

 

11 Data was obtained from 22 sites across Ireland, comprising industrial installations, intensive agriculture 
installations and waste facilities. 
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Information on the receiving waterbody: 

• outline if the stormwater discharges directly to a surface water body or travels via a municipal 
stormwater network 

• name, location and Water Framework Directive (WFD) code 

• WFD status (and objective, where relevant) and risk status 

• details of protection status (of waterbody or species present in the waterbody) or other 
special status (e.g. blue dot) 

• an assessment of the impact of the stormwater flow rate12 
 
Map(s) displaying: 

• location of the site 

• location of stormwater discharge point(s)  

• all receiving waterbody(ies) 
 
Where the “calculated threshold” is used in the absence of an EQS [3.1], include: 

• details (including maps) of the alternative waterbody(ies) and monitoring point(s) (a screen 
grab of the EPAmaps website with the required layers active is sufficient) 

• the complete dataset(s) 

• all mathematical workings 
 
Trigger levels are site-specific. Every site, and every discharge point on a site, should be assessed on a 
case-by-case basis. This may result in different trigger levels for the same parameter at different 
discharge points within the same site.  
 
It is recommended that trigger levels be revised when relevant changes occur on site, such as changes in 
materials or chemicals that are used or held on site, or improvements in site management etc., and every 
three years at a minimum. Trigger levels may not be revised upwards.  
 
Where a licensee proposes a trigger level that is elevated when considering the EQS/“calculated 
threshold”, the licensee must: 

• provide clear justification for this, and 

• demonstrate that this will not have an adverse impact on the receiving waterbody, and 

• in cases, propose a corrective action plan (CAP) [4.1] to remove the pollution and reduce the 
trigger. 

 
Where a trigger level proposal is rejected, the EPA will provide the basis for this decision. 

 

12 The flow rate of the stormwater discharge should be limited to prevent erosion of the riverbed in the case 
of sensitive rivers [1], [6]. 
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Section 4  Incident response and corrective 
action plan 

Licensees must have a documented incident response procedure13 that is activated as soon as a trigger 
level is reached. The response procedure is important for the quick implementation of measures to 
reduce environmental damage (e.g., closing-off discharge, temporary treatment of stored polluted 
stormwater, collection of spilled pollutants) [5], [11].  
 
Where any analyses or observations of stormwater runoff indicate potential contamination:  

• an investigation to identify the source of the contamination should commence immediately,  

• measures should be put in place to prevent further contamination and to minimise the effects 
of any contamination on the environment, 

• potential contamination should be notified to the EPA in accordance with the EPA’s “Guidance 
on the notification management and communication of Environmental Incidents”, and  

• a corrective action plan (CAP) should be implemented to remove the contamination source. 
  
Ongoing contamination of stormwater will require a corrective action plan (CAP) [4.1], which must be 
submitted to the EPA for approval. 
 

4.1 Corrective action plan 
A corrective action plan (CAP) is a document which details the additional assessment, actions, 
management strategies and potentially, remediation techniques, that will be implemented.  The goal of 
the CAP is to fix the immediate problem and also to implement a long-term solution to prevent the issue 
from reoccurring. A CAP should follow the below general steps: 

1. Put in place measures to prevent discharge of polluted stormwater to receiving waterbodies as 
an interim measure; 

2. Locate the source(s) of contamination; 
3. Characterise the nature and extent of contamination source(s); 
4. Identify all potential pathways and receptors; 
5. Identify, develop and implement corrective actions to prevent further stormwater 

contamination; 
6. Potentially, depending on the severity of the contamination, identify, develop and implement 

actions to remediate the impact stormwater contamination has had on the receiving 
waterbody/other receptors; and. 

7. Design and implement a program to monitor the performance of the corrective actions for a 
period agreed by the EPA to ensure the environment (and human health) are protected. 

 
A CAP should include:  

• timelines for implementation of the actions and attainment of the objective (and possibly 
interim objectives); 

• source-pathway-receptor (SPR) based conceptual site model (CSM) that includes all potential 
source-pathway-receptor linkages. This information will be relevant in determine the urgency 
of the remediation and thus the required resourcing; and, 

• details of periodic reporting to the EPA regarding the progress of the CAP. 
 
There is large overlap between preventative actions [1.2] and corrective actions in stormwater 
management. Actions are “preventative” when they are put in place to prevent stormwater 
contamination and “corrective” when they are put in place to action contamination following its 
detection. The techniques applied to mitigate – either prevent or correct – pollution of stormwater will 
depend on the activities carried out at the site and their significance to any receiving waterbody [5].  
 

 

13 May be included as emergency response procedure in some licences 
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Corrective actions might include: 

• infrastructural changes; 

• additional monitoring (additional locations, parameters or increased frequency); 

• additional training; 

• amendments to personnel, responsibilities or other resourcing; or 

• procedural changes. 
 
The CAP should be proportional to the magnitude of contamination and the impact of the contamination 
on the receiving waterbody.  
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Appendix A Determining the calculated threshold 

Where an environmental quality standard (EQS) for a given parameter is not specified in the Surface 
Water Regulations (S.I. No. 272/2009 and amendment), as is the case of some metals and TOC for 
example and where the receiving waterbody is at good or high status (or high objective), the licensee 
should calculate the median and 95th percentile concentration of that parameter in the specific 
waterbody to which the site discharges. Where the receiving waterbody is at less than good status, the 
licensee should calculate the median and 95th percentile for that parameter in a nearby, representative 
“good” status waterbody(ies).  
 
EPAMaps (https://gis.epa.ie/EPAMaps/Water) can be used to determine the waterbody status, locate 
monitoring points along the stream(s) and to access the links to chemistry datasets located on. 
Catchments.ie (https://www.catchments.ie/data/#/?_k=cikp32). An overview of this process is presented 
in  

https://www.irishstatutebook.ie/eli/2009/si/272/made/en/print
https://www.irishstatutebook.ie/eli/2009/si/272/made/en/print
https://gis.epa.ie/EPAMaps/Water
https://www.catchments.ie/data/
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Figure 4. 
 

Regarding the Catchments.ie datasets: 

• TOC data is collected upstream and downstream of wastewater discharges by the local 
authority. Only the data collected upstream of the wastewater discharge should be used for 
calculations (as wastewater discharges are a known pressure on the downstream locations and 
may be reflected in the data). 

• Not all datasets/parameters have been validated. Outliers must be statistically identified and 
removed [3.2.5]. 

 
The licensee should rely on experience and expertise when determining the suitability of the receiving 
waterbody dataset and computing the median. The licensee should aim to have at least 20 datapoints, 
with good temporal separation. This may require using data from multiple locations along the same 
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waterbody or using data from more than one waterbody. Waterbodies should be as close to the site at 
possible.  
 
Tab E in the accompanying excel file provides a worked example of a TOC “calculated threshold” in similar 
receiving waterbody using a dataset provided by an EPA-licensed facility. 
 
 
 

 
Figure 4 Flow diagram – overview of determining the "calculated threshold" 
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Appendix B First flush supplementary 
information 

Contaminants can accumulate on impermeable surfaces (yard areas, roofs, etc.) during dry periods. These 
contaminants can be washed off in the stormwater that discharges during the initial stages of a rainfall 
event. This results in higher concentrations of pollutants during the initial period of stormwater discharge, 
followed by a rapid decrease in concentrations as rainfall continues [19]. This phenomenon is called the 
“first flush” [19], [20], [21] and usually applies to the stormwater discharge during the first approximately 
1-2 mm [19] or 10-20 minutes of rainfall, depending on rainfall intensity and the specific characteristics of 
the drainage network. 
 
Stormwater monitoring data that correlates peaks in contaminants with rainfall events should be 
assessed to: 

• generate data on the site-specific characteristics of the first flush, 

• distinguish between the first flush and other contamination events, and 

• determine if the first flush stormwater should be collected and treated before discharge. 
 
Figure 5 presents continuous total organic carbon (TOC) data from an EPA-licensed site, Jan 2024 on the 
top panel and Met Éireann rainfall data, Jan 2024 on the bottom panel. An example of an assessment is 
summarised below:  

• As the first flush generally occurs during the initial period of active rainfall, the first peaks in 
TOC that coincide with rainfall days are the first flush peaks (orange markings in Figure 5);  

• A peak much larger than the usual first flush peak may indicate a small unauthorised discharge 
which has remained in the stormwater network until the next rainfall event for example, or 
may be caused by the specific characteristics of the drainage network (peak A in Figure 5);  

• A peak that occurs after the first flush peak during a rainfall event may indicate an 
unauthorised discharge during the raining event or may be caused by the specific 
characteristics of the drainage network (Peak B in Figure 5);  

• Increases in TOC concentration on 11, 17, 18 January do not correlate with Met Eireann 
recorded rainfall at a nearby weather station (Peaks C in Figure 5). These events may be 
explained by localised rainfall events. If a localised rainfall event does not correlate with these 
increases in TOC concentration, they should be treated as potential pollution events; and 

• Not all rainfall events are associated with a rise in TOC, e.g. small rainfall events on 03/04 and 
06/07 January. This may be due to weather conditions (e.g. the rainfall is insufficient to 
generate runoff), or operational factors such as yard cleaning schedules, etc.  

 
A complete understanding of the specific characteristics of the site drainage network is essential to 
understanding the first flush and distinguishing pollution events from the first flush. 
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Figure 5 Continuous TOC monitoring data, Jan 2024 (top panel) and Met Eireann rainfall data, January 2024 (daily total, mm) (bottom panel) with first 

flush (orange) and potential non-first flush (red) indicated  


